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5SINGQUALITYLABELSANDPAPERCAN
SIGNIlCANTLYPROLONGTHELIFEOFYOUR
PRINTHEAD�$ATAMAX/�.EILOFFERSAWIDE
VARIETYOFHIGHQUALITYMEDIAFORITSPRINTERS
INCLUDINGCUSTOMANDSTOCKLABELSAND
RECEIPTS�TICKETINGMEDIA�ANDCLEANING
PRODUCTS�7HENYOUCHOOSE$ATAMAX
/�.EIL�YOURECEIVEAPROVENCOMMITMENTTO

SUPERIORQUALITY�1UALITYTHATRESULTS
INPERFORMANCEAND

COMPATIBILITY���
'UARANTEED�

?



Model

E-4204B (203dpi)

E-4304B (300dpi)

E-4205A (203dpi)

E-4305A (300dpi)

E-4206P (203dpi)

E-4305P (300dpi)

E-4206L (203dpi)

E-4305L (300dpi)

Communication Options

USB 2.0

Serial RS232

USB 2.0

Serial RS232

Parallel Bi-directional

10/100 BaseT Ethernet

USB 2.0 USB Host

Serial RS232 802.11 a/b/g Wireless LAN (optional)

Parallel Bi-directional Bluetooth® v2.0 (optional)

10/100 BaseT Ethernet

Dimensions

8.01”w x 7.36”h x 11.10”d  (203.5mm x187mm x 282mm) 8.01”w x 9.56”h x 14”d 

(203.5mm x 243mm x 356mm)

Weight

84 oz. (2.4 kg) 88 oz. (2.5 kg)

Speed

4ips (101mm/s) 5ips (127mm/s) 6ips (152mm/s) @ 203dpi; 5 ips (127mm/s) @ 300dpi

Maximum Print Width

4.25” (108 mm) @ 203dpi (8 dots/mm); 4.16”(106 mm) @ 300dpi (12 dots/mm)

Maximum Internal Media Roll Capacity

5.0” (127 mm) O.D. 7.2” (182.8 mm) O.D.

Memory

64MB Flash / 16MB DRAM 64MB Flash / 32MB DRAM

Power Source Options/Accessories

Fitted Lower Enclosure for Power Converter (optional)

Fitted Lower Enclosure for Power Converter & Battery Pack (accessory)

Not Available

Indicators/Display

Two Light Indicators with 3 Colors Two Light Indicators with 3 Colors

Monochrome Multi-Line Graphical Display

Configuration Menu System

Audible Alert

Real Time Clock



Competitive Purchase Price
4HE%#LASS-ARK)))ISPRICEDLOWER
THANOTHERPRINTERSINITSCATEGORY�

Durable Construction 

7E�VEUTILIZEDPROVENDESIGNSAND
RUGGEDDOUBLEWALLCONSTRUCTION
TOENSURETHATYOURPRINTERWILLLAST
LONGERTHANOTHERPRINTERSONTHE
MARKET�

Reliable Performance 

5NLIKEINKJETANDLASERPRINTERS�THE
%#LASS-ARK)))ISDESIGNEDTOHANDLE
STICKYLABELSRELIABLYANDDOESNOTREQUIRE
CONSTANTCLEANINGANDSERVICING�

Low Maintenance 

!SIDEFROMTHEPRINTHEADANDPLATEN
ROLLER�THE%#LASSMark IIIHASARELATIVELY
SMALLNUMBEROFMOVINGPARTSTOWEAROUT
ANDWILLSAVEYOUMONEYINREPAIRS�

Minimize Power Consumption 

4HE%#LASS-ARK)))HASASTATIONARY
PRINTHEADTHATONLYHEATSTHEEXACT
DOTSNEEDEDSAVINGYOUENERGY�

Lower Material Cost 

5NLIKEMOSTSMALLDESKTOPPRINTERS�
THE%#LASS-ARK)))USESECONOMICAL�
HIGHCAPACITYRIBBONSTHATEFFECTIVELY
PAYFORTHEPRINTER�

Reduce Material Waste 

5NLIKELASERORINKJETPRINTERSTHAT
WASTEMEDIA�THE%#LASSMark III 

PRINTSINDIVIDUALLABELS�ALLOWINGYOU
TOPRINTEXACTLYWHATYOUNEEDSOTHERE
ARENEVERANYUNPRINTEDLABELSTOTHROW
AWAY�

Change Media Faster and Less Often 

-EDIAROLLSAREEASYTOCHANGEAND
THERIBBONROLLSARE�TIMESLARGERSO
YOUDOITLESSOFTEN�

Simple to Operate 

4HE%#LASS-ARK)))INCLUDESEASY
TOUSECONTROLSANDTHE0ROFESSIONAL
MODELSINCLUDEALARGEGRAPHIC
DISPLAY�

Easy to Install 

)NSTALLATIONISEASYWITHAVARIETYOF
WIREDANDWIRELESSCOMMUNICATION
OPTIONS�7INDOWS®DRIVERSANDFACTORY�
DEALERLEVELRESETS�

Language Emulation Operating System
4HEPRINTER�SOPERATINGSYSTEM
UNDERSTANDSMANYPRINTERLANGUAGES
SOSYSTEMINTEGRATIONDOESNOTREQUIRE
PROGRAMMINGCHANGES�

Datamax-O’Neil Extended Warranties provide the coverage you’ve been seeking for the worry-free operation of your 
printer long after the original warranty period has expired. Extended Warranties include quick response times, a variety of 
comprehensive options and a broad choice of contract duration options. (not available in all countries)

?



Specifications subject to change without notice. All brand names, 
product names or trademarks belong to their respective holders.  

Copyright 2011, Datamax-O’Neil (rev. 20110127)

s 0RINTERTYPE�
 – Direct thermal

 – Optional thermal transfer

s 0RINTLENGTHRANGE�
 –  0.375” - 99” (9.5mm - 2514mm)

s 2ESOLUTION�
 –  203 dpi (8 dots/mm)

 –  Optional 300 dpi (12 dots/mm)

s #OLOR�
    – Pantone® warm gray

s /PERATINGTEMPERATURE�
 40°F to 95°F (4°C to 35°C)

s #ONSTRUCTION�
 –  Split case with rear concentric hinge

 – Double walled high strength thermoplastic

 – Clear wrap around media window 

s 0OWERSOURCE�
 – Auto-ranging power converter

s #OMMUNICATION0ORTS�

Basic Adv Pro Pro+

Serial RS232 Standard

USB 2.0 Standard

Parallel Bi-directional Standard

10/100 BaseT Ethernet Standard

USB Host Standard

802.11 a/b/g Optional

Bluetooth® v2.0 Optional

s ������A�B�G�
 – .ETWORKSTANDARD�)%%%������A�B�G
 –  7IRELESSACCESSMODES�)NFRASTRUCTUREAND 

ad-hoc

 n3ECURITY0ROTOCOLS�

WPA WPA2

Modes PSK/Enterprise

Security/

Encryption
64/128 TKIP/RC4 CCMP/AES

Authentication
LEAP, EAP-PEAP, EAP-FAST,  

EAP-TTLS, EAP-LEAP

 

 

–  .ETWORKSUPPORT�$(#0�4#0�)0�5$0�$.3�

BOOTP

s 3OFTWARE�
 –  $-8#ONlG�0RINTERCONlGURATIONTOOL
 –  $-8.ET-ANAGER�.ETWORKEDPRINTER

management tool

 –  %MBEDDED#ONlGURATOR�2ESIDENTPRINTER
configuration tool

 –  $RIVERS�7INDOWS® XP, Windows® Vista, 

Windows® NT

s &IRMWARE�
 n5PDATES�!VAILABLEONLINE
 n5NIVERSAL0RINTER#OMMAND,ANGUAGE3UPPORT� 

PL-Z (Zebra®) PL-B (Boca) 

PL-I (Intermec®) PL-E (Eltron®)

s "ARCODES�
 n,INEAR�#ODE�OF��50#!�50#%�

Interleaved 2 of 5 (I 2 of 5), Code 128, 

EAN-13, EAN-8, HBIC, Codabar, Interleaved 

2 of 5 with a module 10 checksum, 

Plessey, Interleaved 2 of 5 with a module 10 

checksum & shipping bearer bars, 2 digit 

UPC addendum, 5 digit UPC addendum, 

Code 93, Postnet, UCC/EAN Code 128, 

K-Mart NON EDI barcode,  Telepen

 n�$3YMBOLOGIES�503-AXI#ODE�&)-�
PDF-417, DataMatrix, QR Code, Aztec, 

Code 128 with auto Subset Switching, GS1 

Databar (replaced RSS), TCIF Linked Bar 

Code 3 of 9  (TLC39), MicroPDF 417

s 2ESIDENTFONTS�
 –  Ten alphanumeric fonts from 0.08” to 0.25” 

(2mm to 6mm) including OCR-A, OCR-B, 

CG Triumvirate™ smooth font from AGFA®

s $OWNLOADABLEFONTTYPES�
 – True-Type, AGFA® Intellifont™, Bitmap

s #HARACTERSET�
 –  Modified IBM® Code Page 850; includes 

characters for English and most European, 

Scandinavian and Spanish speaking 

countries.  

 –  50 Resident code pages

s &ONTEXPANSION�ROTATION�
 –  All fonts expandable vertically and 

horizontally up to 24x; fonts and graphics 

CANBEPRINTEDINFOURDIRECTIONS�� ��� �
180° and 270°s

s 'RAPHICSSUPPORTED�
 –  .PCX, .BMP, .IMG format files

s 2EVERSIBLElELD�MIRRORIMAGE�
 –  Any font or graphic field can be printed as a 

normal or reverse image

Contact sales representative for the most current 
approval list

s0RINTER
��YEAR�INCLUDINGPLATENROLLERAND
installed options)

s0RINTHEAD
��YEAROR���������INCHES
whichever comes first

s#ONTACTSALESREPRESENTATIVEFOREXTENDED
warranty options

 *when used with approved supplies

s -EDIATYPE�
 – Continuous roll or fan-folded

 – Wound in or out label or tag rolls

 – Fan-folded internal (Professional+)

 – Inter-form perforations for easy tearing

 – Gap, bar, notch, hole indexing feature

s -EDIAWIDTHRANGE�
 – 0.75” – 4.40” (19.0mm – 111.76mm)

s -EDIATHICKNESSRANGE�
 – 0.0025” - 0.01” (0.0635mm - 0.254mm)

s -EDIASENSING�
 –  Fixed position (Basic) or positional 

(Advanced & Professional models) 

adjustable sensors capable of gap between 

labels, black bar on back, and notch or 

hole sensing

s ,ABELBACKFEED�
 –  For use with optional cutter or tear off 

operation

s 2IBBON�
 – Coated side in or coated side out (CSI/CSO) 

 n7IDTHRANGE����v���v������MM	
 n2IBBONCORE����v���v�����MM	
 n2IBBONTAKEUPCORE;DIAMETERXLENGTH=�

0.5” x 4.3” (13 x 109mm); 

1.0” x 1.0” - 4.3” (25mm x 25 -109mm)

s "ATTERYPACK�NOTAVAILABLEFOR0RO�	
s %XTERNALREWINDER
s 0OWERSUPPLYCASE
s !UTO,OADING#HUTE�NOTAVAILABLEFOR0RO�	
s 0OWERSUPPLYCABINET�NOTAVAILABLEFOR0RO�	
s %XTERNALMEDIA�LARGEROLL	HOLDER

s 4HERMALTRANSFER�INCLUDES�vRIBBONADAPTORS	
s (IGHRESOLUTION����DPI	
s 7IRELESS,!.�0ROFESSIONALMODELSONLY	
s "LUETOOTH® v2.0 (Professional models only)

s ,ABEL�PEELER	$ISPENSERW�3ENSORlELD
s #UTTERW�3ENSORlELD�.OTAVAILABLEON"ASIC	


